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B DIN Rail devices as electronic modules for analogue
anddigital signal conditioningin processindustry

With the new product line of DIN rail devices, Miiller Industrie-
Elektronik offers a wide range of compact electronic modules in the
form of space saving DIN rail modules for electrical cabinet mounting
in order to cover all solutions for transmission, conversion, controlling
and communication of signals and data, not only for lots of industrial
application, butalsofor explosive risk zones.

The new product line of DIN rail devices is divided into three
functional groups:

M Intrinsically safe signal converter for C&I signals at the
Exzone.

Eight different variants with 22,5 mm overall width and high-grade 3-
way isolation can process all standard input signals such as 2-wire,
HART, NAMUR, RTD, thermocouple or DC from the Ex zone 0. The
integrated relay output issues an alert in the event of a malfunction
and provides a quick fault analysis at the process. The ATEX approval
of the modules enable multi-purpose areas of application (page 3-5).

M Signal converter/isolator for analogue signals housed in
compact mounting form.

Universal converter, 1 or 2 channel passive isolators, universal DC

converter and signal multiplier. The devices act as galvanic isolator

and converter industrial signals and enhance process reliability. The

compact mounting form in 6 mm width saves space in the electrical

cabinet (page6-7).

B Universal converter for digital signal conditioning with
HART communication.

Diverse universal converter for digital signal offered wide alternatives
of configuration. The modules can process input signals such as strain
gauge, DC current/voltage, resistance thermometer, thermocouple
and potentiometer. Options are 1, 2 or 4 channel versions, 4 digit
display, radio technology and mounting formsin 6 /12,5 /22,5 and
45,5 mmwidth formounting in electrical cabinet (page 8-10).
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Product Overview
ProduktUbersicht

DIN rail bus supply in preparation
Tragschienenbus-Versorgung in Vorbereitung

B Hutschienen-Module als elektronische Bausteine zur
analogen und digitalen Signalverarbeitung in der
gesamten Prozessindustrie

Muller Industrie-Elektronik bietet mit seiner neuen Produktfamilie der
Normschienen-Gerdte eine umfangreiche Palette an kompakten
elektronischen Bausteinen in Form von platzsparenden Hutschienen-
Modulen zur Schaltschrank-Montage an, die nahezu alle Losungen
fir die Ubertragung, Wandlung, Uberwachung und Kommunikation
von Signalen und Daten fiir das industrielle Umfeld abdecken. Die
Produktfamilieistin drei Funktionsgruppen unterteilt:

B Eigensichere Signalwandler/-trenner fiir MSR-Signale
im Ex-Bereich.

Acht Varianten in 22,5 mm Baubreite und 3-Wege-Trennung ver-
arbeiten alle tiblichen Eingangssignale wie 2-Leiter HART-, NAMUR-,
RTD, Thermoelement oder DC-Signale aus dem Ex-Bereich Zone 0.
Mit integriertem Relaisausgang fiir Stérmeldung und Alarmfunk-
tion. Die Zulassung der Module nach ATEX-Richtlinien ermdglicht
vielféltige Einsatzbereiche (Seite 3-5).

B Signalwandler/-trenner zur analogen Signalverarbeitung
inkompakter Bauform.

Universal-Messumformer, Passivtrenner, universelle DC-Wandler und

Signalvervielfacherin 1- oder 2-kanaliger Ausfiihrung zur galvanischen

Trennung und Wandlung von Signalen erhdhen die Prozesssicherheit.

Das schmale Modulgehduse von nur 6 mm Baubreite spart Platz im

Schaltschrank (Seiten 6-7).

B Universelle Messumformer zur digitalen Signalverarbeitung
mit HART-Kommunikation.

Diverse Universal-Messumformer zur digitalen Signalverarbeitung
bieten umfangreiche Konfigurationsmdglichkeiten. Als Eingangs-
signale werden DMS, DC-Strom/Spannung, RTD, Thermoelement und
Potentiometer verarbeitet. Optionen: Funktechnologie, integriertes
Display, 1-, 2- oder 4-kanaliger Ausfiihrung und Baubreitenin 6 / 12,5/
22,5und45,5mm (Seite 8- 10).



Product Overview
ProduktUbersicht

NAMUR Disconnect-Switch
Amplifier - Relais -

NAMUR Disconnect-Switch
Amplifier - NPN -

Valve Control Component Il C

Type DRNT-R DRNT-N DRVS-C
Input NAMUR-Sensor, contact, NAMUR-Sensor, contact, NPN, PNP switching signal, contact
1- or 2-channel 1- or 2-channel 1- or 2-channel, for gas group 1IC 35 mA
Output Current 35 mA
Switching outputs Alert contact, Alert contact, Alert contact
Relay, NO / NC (potential-free), NPN transistor output,
1- or 2-channel 1-or 2-channel
Supply 19...31,2VDC 19...31,2VDC 19...31,2VDC
Enclosure PA66 GF30, 22,5 113,6 X 119,2 mm PA66 GF30,22,5%113,6 X 119,2mm PA66 GF30,22,5%113,6 X 119,2 mm
Degree of protection 1P20 1P20 1P20
Features Certified according FM, IECEX, ATEX, Certified according FM, IECEX, ATEX, Certified according FM, [ECEX, ATEX,
Configuration by FDT/DTM software Configuration by FDT/DTM software Configuration by FDT/DTM software
Data sheet <dmnt-r_en.pdf> <drnt-n_en.pdf> <drvs-c_en.pdf>
Produkt NAMUR-Trennscl_\aItverstarker NAMUR-Trennschaltverstarker Ventilsteuerbaustein Il C
- Relais - -NPN -
Typ DRNT-R DRNT-N DRVS-C
Eingang NAMUR-Sensor, Schalter, NAMUR-Sensor, Schalter, NPN, PNP Schaltsignal, Schalter,
1- oder 2-Kanal 1- oder 2-Kanal 1- oder 2-Kanal, fiir Ziindgruppe I1C 35 mA
Ausgang Strom 35 mA
Schaltausgang Alarmkontakt, Alarmkontakt, Alarmkontakt
Relais, SchlieBer / Offner (potentialfrei), NPN Transistorausgang,
1- oder 2-Kanal 1- oder 2-Kanal
Versorgung 19...31,2VDC 19...31,2VDC 19...31,2VDC
Gehduse PA66 GF30,22,5x113,6 x 119,2 mm PA66 GF30,22,5x113,6 x 119,2 mm PA66 GF30,22,5x 113,6 x 119,2 mm
Schutzklasse 1P20 1P20 1P20
Besonderheiten Zertifiziert nach FU, [ECEX, ATEX, Zertifiziert nach FU, [ECEX, ATEX, Zertifiziert nach FU, IECEX, ATEX,
Konfiguration mit FDT/DTM-Software Konfiguration mit FDT/DTM-Software Konfiguration mit FDT/DTM-Software
Datenblatt <dmnt-r_de.pdf> <drnt-n_de.pdf> <drvs-c_de.pdf>
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Product Overview
ProduktUlbersicht

Universal Measurement and

Product Valve Control Component Il B Temperature Transducer Signal Isolator/Converter
Type DRVS-B DRMU-T DRMU-1
Input NPN, PNP switching signal, contact, RTD, TC, DC-current, RTD, TC, DC-current/voltage,
1-channel, for gas group 1B < 60 mA 1-or 2-channel 1-channel
Output Current 50/60 mA 0(4)...20mA 0(4)...20mA
1-or 2-channel
Switching outputs Alert contact Alert contact Alert contact,
relay, TNO (potential-free)
Supply 19...31,2VDC 19...31,2VDC 19...31,2VDC
Enclosure PA66 GF30,22,5x 113,6 X 119,2mm PA66 GF30,22,5x 113,6 x 119,2mm PA66 GF30,22,5x113,6 X 119,2 mm
Degree of protection IP20 IP20 1P20
Features Certified according FM, [ECEX, ATEX, Certified according FM, IECEX, ATEX, Certified according FM, IECEX, ATEX,
Configuration by FDT/DTM software Configuration by FDT/DTM software Configuration by FDT/DTM software,
Sensor supply 20 mA
Data sheet <drsv-b_en.pdf> <drmu-t_en.pdf> <drmu-1_en.pdf>
Produkt Ventilsteuerbaustein 11 B Temperaturmessumformer Universeller Mess- und
Signaltrennwandler
Typ DRVS-B DRMU-T DRMU-1
Eingang NPN, PNP Schaltsignal, Schalter, RTD, TC, DC-Strom, RTD, TC, DC-Strom/Spannung,
1-Kanal, fiir Ziindgruppe IIB < 60 mA 1- oder 2-Kanal 1-Kanal
Ausgang Strom 50/60 mA 0(4)...20mA 0(4)...20mA
1- oder 2-Kanal
Schaltausgang Alarmkontakt Alarmkontakt Alarmkontakt,
Relais, 1 SchlieBer (potentialfrei)
Versorgung 19...31,2VDC 19...31,2VDC 19...31,2VDC
Gehéduse PA66 GF30,22,5x 113,6 x 119,2mm PA66 GF30,22,5x 113,6 x 119,2 mm PA66 GF30,22,5x113,6 X 119,2 mm
Schutzklasse [P20 1P20 1P20
Besonderheiten Zertifiziert nach FM, IECEX, ATEX, Zertifiziert nach FM, IECEX, ATEX, Zertifiziert nach FM, IECEX, ATEX,
Konfiguration mit FDT/DTM-Software Konfiguration mit FDT/DTM-Software Konfiguration mit FDT/DTM-Software
Geberversorgung 20 mA
Datenblatt <drsv-b_de.pdf> <drmu-t_de.pdf> <drmu-1_de.pdf>



Current Supply Isolator

Current Output Isolator

A - HART transparent - - HART transparent - SR OO
Type DRST-H DRAT-H DRSG
Input 4...20mA, 4...20mA, Strain gauge bridge (4/6 wire)
1- or 2-channel 1- or 2-channel
Output 4...20mA 4...20mA 0(4)...20mA,0...10V
Switching outputs Alert contact Alert contact
Supply 19...31,2VDC 19...31,2VDC 10...60V DC
Enclosure PA66 GF30, 22,5 113,6 X 119,2 mm PA66 GF30,22,5%113,6 X 119,2mm PA66 GF30,22,5x 113,6 x 119,2mm
Degree of protection 1P20 1P20 1P20
Features Certified according FU, IECEX, ATEX, Certified according FU, [ECEX, ATEX, Tare input, mA testpoint,
Configuration by FDT/DTM software Configuration by FDT/DTM software Configuration by DIP switch/potentiometer
Sensor supply 20 mA
Data sheet <drst-h_en.pdf> <drat-h_en.pdf> <drsg_en.pdf>
Strom-Speisetrenner Stromausgangtrenner m
L - HART transparent - - HART transparent - DB L i
Typ DRST-H DRAT-H DRSG
Eingang 4...20mA, 4...20mA, DMS-Briicke (4/6-Leiter)
1- oder 2-Kanal 1- oder 2-Kanal
Ausgang 4...20mA 4...20mA 0(4)...20mA,0...10V
Schaltausgang Alarmkontakt Alarmkontakt
Versorgung 19...31,2VDC 19...31,2VDC 10...60V DC
Gehduse PA66 GF30,22,5x113,6 x 119,2 mm PA66 GF30,22,5x113,6 x 119,2mm PA66 GF30,22,5x 113,6 x 119,2 mm
Schutzklasse 1P20 1P20 1P20
Besonderheiten Zertifiziert nach FM, IECEX, ATEX, Zertifiziert nach FM, IECEX, ATEX, Taraeingang, mA-Priifpunkt,
Konfiguration mit FDT/DTM-Software Konfiguration mit FDT/DTM-Software Konfiguration mit DIP-Schalter/Potentiometer
Sensorversorgung 20 mA
Datenblatt <drst-h_de.pdf> <drat-h_de.pdf> <drsg_de.pdf>
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Product Overview
ProduktUlbersicht

Product Universal Converter Signal Splitter Universal DC-Converter
Type DRMU-2 DRSV DRUW
Input Resistance thermometer, thermocouple, 1x0(4)...20mA 0(2)...10V, 0(1)...5V 0(4)...20mA,0(2)...10V,0(1)...5V
potentiometer, DC-current/voltage
Output 0(4)...20mA, 0(2)...10V 2x0(4)...20mA,0(2)...10V,0(1)...5V 0(4)...20mA,0(2)...10V,0(1)...5V

Switching outputs

Supply 24V DC£30% 24VDC£30% 24V DC+30%

Enclosure PA66 GF30,6,1x112,5x 114,3 mm PA66 GF30,6,1x112,5x 114,3 mm PA66 GF30, 6,1x112,5x 114,3 mm

Degree of protection IP20 IP20 1P20

Features Configuration by FDT/DTM software Configuration by DIP switch Configuration by DIP switch
Sensor supply 15VDC (20 mA) Sensor supply 17 VDC (20 mA) Sensor supply 17 VDC (20 mA)

Data sheet <drmu-2_en.pdf> <drsv_en.pdf> <druw_en.pdf>

Produkt Universal-Messumformer Signalvervielfacher Universeller DC-Wandler

Typ DRMU-2 DRSV DRUW

Eingang Widerstandsthermometer, Thermoelemente, 1x0(4)...20mA ,0(2)...10V,0(1)...5V 0(4)...20mA ,0(2)...10V,0(1)...5V
Potentiometer, DC-Strom/Spannung

Ausgang 0(4)...20mA, 0(2)...10V 2x0(4)...20mA ,0(2)...10V,0(1)...5V 0(4)...20mA ,0(2)...10V,0(1)...5V

Schaltausgang -

Versorgung 24V DC+30% 24VDC+30% 24V DC£30%

Gehéduse PA66 GF30,6,1x112,5x 114,3 mm PA66 GF30,6,1x112,5x 114,3 mm PA66 GF30, 6,1x112,5x 114,3 mm

Schutzklasse [P20 1P20 1P20

Besonderheiten Konfiguration mit FDT/DTM-Software Konfiguration mit DIP-Schalter Konfiguration mit DIP-Schalter
Sensorversorgung 15 VDC (20 mA) Sensorversorgung 17 VDC (20 mA) Sensorversorgung 17 VDC (20 mA)

Datenblatt <drmu-2_de.pdf> <drsv_de.pdf> <druw_de.pdf>



Universal Transmitter

Product Passive Isolators DC-Isolator -HART -

Type DRPT DRDT DRMU-0

Input 1x0(4)...20mA 0(4)...20mA Strain gauge, DC-current/voltage, resistance
2x0(4)...20mA thermometer, thermocouple, potentiometer

Output 1x0(4)...20mA 0(4)...20mA 4...20 mA HART
2x0(4)...20mA

Switching outputs

Supply Input circuit 24VDC+30% Current loop

Enclosure PA66 GF30, 6,1x112,5%114,3 mm PA66 GF30,6,1x112,5%114,3 mm PA66 GF30,6,1x112,5x 114,3 mm

Degree of protection 1P20 1P20 1P20

Features Configuration by HART tool

Data sheet <drpt_en.pdf> <drdt_en.pdf> <drmu-0_en.pdf>

Produkt Passivtrenner DC-Trenner Universal-Messumformer
- HART -

Typ DRPT DRDT DRMU-0

Eingang 1x0(4)...20mA 0(4)...20mA DMS, DC-Strom/Spannung, Widerstandsther-
2x0(4)...20mA mometer, Thermoelemente, Potentiometer

Ausgang 1x0(4)...20mA 0(4)...20mA 4...20 mA HART,
2x0(4)...20mA

Schaltausgang

Versorgung Eingangskreis 24VDC+30% Stromschleife

Gehéduse PA66 GF30, 6,1x 112,5x 114,3 mm PA66 GF30, 6,1x 112,5x 114,3 mm PA66 GF30, 6,1x 112,5x 114,3 mm

Schutzklasse 1P20 1P20 1P20

Besonderheiten Konfiguration mit HART-Tool

Datenblatt <drpt_de.pdf> <drdt_de.pdf> <drmu-0_de.pdf>
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Product Overview
ProduktUlbersicht

Product Universal Transmitter Universal Transmitter Universal Transmitter
- HART - - HART - 1-fold - - HART - 2-fold -
Type DRMU-1 DRMU-2 DRMU-2
Input Strain gauge, DC-current/voltage, resistance Strain gauge, DC-current/voltage, resistance Strain gauge, DC-current/voltage, resistance
thermometer, thermocouple, potentiometer thermometer, thermocouple, potentiometer, thermometer, thermocouple, potentiometer,
1-channel 2-channel
Output 4...20 mA HART 4...20 mA HART 2x4...20 mA HART

Switching outputs

Supply Current loop, 24VDC Current loop Current loop

Enclosure PA66 GF30, 12,5 x 109,3 x 107,4 mm PA66 GF30,22,5x 113,6 x 119,2 mm PA66 GF30,22,5x113,6x 119,2 mm

Degree of protection 1P20 1P20 1P20

Features Configuration by HART tool Configuration by HART tool Configuration by HART tool

Data sheet <drmu-1_en.pdf> <drmu-2_en.pdf> <drmu-2_en.pdf>

Produkt Universal-Messumformer Universal-Messumformer Universal-Messumformer

- HART - - HART - 1-fach - - HART - 2-fach -

Typ DRMU-1 DRMU-2 DRMU-2

Eingang DMS, DC-Strom/Spannung, Widerstandsther- DMS, DC-Strom/Spannung, Widerstandsther- DMS, DC-Strom/Spannung, Widerstandsther-

mometer, Thermoelemente, Potentiometer mometer, Thermoelemente, Potentiometer, mometer, Thermoelemente, Potentiometer,
1-Kanal 2-Kanal

Ausgang 4...20 mA HART 4...20 mA HART 2x4...20 mA HART

Schaltausgang

Versorgung Stromschleife, 24 VDC Stromschleife Stromschleife

Gehéduse PA66 GF30, 12,5 109,3 x 107,4 mm PA66 GF30,22,5x 13,6 x119,2 mm PA66 GF30,22,5%113,6 X 119,2 mm

Schutzklasse 1P20 1P20 1P20

Besonderheiten Konfiguration mit HART-Tool Konfiguration mit HART-Tool Konfiguration mit HART-Tool

Datenblatt <drmu-1_de.pdf> <drmu-2_de.pdf> <drmu-2_de.pdf>



POt et Universal Transmitter RTD Transmitter Universal Transmitter
- HART - 4-fold - - 2-fold - - HART - 1-fold -
Type DRMU-2 DRMU-W DRMU-4
Input DC-current/voltage, resistance thermometer, 2 xresistance thermometer Pt100 Strain gauge, DC-current/voltage, resistance
thermocouple, potentiometer thermometer, thermocouple, potentiometer
4-channel 1-channel
Output 4x4...20 mA HART 2x4...20mA (current loop) 4...20 mA HART
Switching outputs 2 electronic limit values, NPN/PNP,
2 relays
Supply Current loop Current loop, 10...35VDC Current loop, 24 VDC, 85...250 VAC
Enclosure PA66 GF30,22,5x113,6 x 119,2 mm PA66 GF30,22,5x113,6x 119,2 mm PA66 GF30,45x 113,6 X 119,2 mm
Degree of protection 1P20 1P20 1P20
Features Configuration by HART tool Configuration by HART tool,
4 digit/7 segment display, capacit. touchM keys
Data sheet <drmu-2_en.pdf> <drmu-w_en.pdf> <drmu-4_en.pdf>
Produkt Universal-Messumformer Messumformer Universal-Messumformer
- HART - 4-fach - - Pt100 - 2-fach - - HART - 1-fach -
Typ DRMU-2 DRMU-W DRMU-4
Eingang DC-Strom/Spannung, Widerstandsthermo- 2 xWiderstandsthermometer Pt100 DMS, DC-Strom/Spannung, Widerstandsther-
meter, Thermoelemente, Potentiometer mometer, Thermoelemente, Potentiometer
4-Kanal 1-Kanal
Ausgang 4x4...20mA HART 2x4...20 mA (Stromschleife) 4...20 mA HART
Schaltausgang 2 elektronische Grenzwerte, NPN/PNP,
2 Relais
Versorgung Stromschleife Stromschleife, 10...35VDC Stromschleife, 24 VDG, 85...250 VAC
Gehduse PA66 GF30, 22,5 113,6 X 119,2 mm PA66 GF30,22,5%113,6 x 119,2mm PA66 GF30,45x 113,6 X 119,2 mm
Schutzklasse 1P20 1P20 P20
Besonderheiten Konfiguration mit HART-Tool Konfiguration mit HART-Tool,
4-stell./7 Seg.-Anzeige, kapaz. touchM-Tasten
Datenblatt <drmu-2_de.pdf> <drmu-w_de.pdf> <drmu-4_de.pdf>
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ProduktUlbersicht

Univerf?‘laﬁ?on_smitter Univer_s;la'l;;'?:_smitter USB Radio Receiver
Type DRMU-2R DRMU-4R DEV-RC
Input Strain gauge, DC-current/voltage, resistance Strain gauge, DC-current/voltage, resistance HF
thermometer, thermocouple, potentiometer thermometer, thermocouple, potentiometer
Output 4...20mAHART,0...10V,4...20mA 4...20mAHART,0...10V,4...20mA USB 2.0 (USB type A plug)
Switching outputs 2 electronic limit values, NPN/PNP, 2 relays 2 electronic limit values, NPN/PNP, 2 relays =
Supply Current loop, 24 VDC, 85...250 VAC Current loop, 24VDC, 85...250 VAC USB

Frequency range

2,4 GHz ISM band

2,4 GHz ISM band

2,4 GHz ISM band

Transmission power 0dBm (3Vat50Q) 0dBm (3Vat50Q) 0dBm (3 Vat50Q)
Range of transmission 50 meter 50 meter 50 meter
Enclosure PA66 GF30, 22,5 x 117,2 x 105,7 mm PA66 GF30,45x 113,6 x 119,2 mm ABS, 105x 66 x 20 mm
Degree of protection 1P20 1P20 1P20
Features 4 digit/7 segment display, touchM keys, MS Software up to 64 channels
Data sheet <drmu-2r_en.pdf> <drmu-4r_en.pdf> <dev-rc_en.pdf>

Produkt Universal_-FMuenslztfmformer Universal_-li\:ltljer;sls(.t_lmformer USB Funkempfinger
Typ DRMU-2R DRMU-4R DEV-RC
Eingang DMS, DC-Strom/Spannung, Widerstandsther- DMS, DC-Strom/Spannung, Widerstandsther- HF

mometer, Thermoelemente, Potentiometer mometer, Thermoelemente, Potentiometer

Ausgang 4...20mA HART,0...10V,4...20 mA 4...20mAHART,0...10V,4...20 mA USB 2.0 (USB Typ A Stecker)
Schaltausgang 2 elektron. Grenzwerte, NPN/PNP, 2 Relais 2 elektron. Grenzwerte, NPN/PNP, 2 Relais —
Versorgung Stromschleife, 24 VDC, 85...250 VAC Stromschleife, 24 VDC, 85...250 VAC USB
Frequenzbereich 2,4 GHz ISM-Band 2,4 GHz ISM-Band 2,4 GHz ISM-Band
Sendeleistung 0dBm (3Van50Q) 0dBm (3Van50Q)) 0dBm (3Van50 Q)
Reichweite 50 Meter 50 Meter 50 Meter
Gehduse PA66 GF30,22,5x117,2x 105,7 mm PA66 GF30,45x 13,6 x 119,2mm ABS, 105X 66 x 20 mm
Schutzklasse 1P20 P20 1P20
Besonderheiten 4-stellige/7 Segment-Anzeige, touchM-Tasten, MS Software bis zu 64 Kanle
Datenblatt <drmu-2r_de.pdf> <drmu-4r_de.pdf> <dev-rc_de.pdf>



Zubehor

Product Device HART Modem Configuration Interface End Bracket
Type DEV-HM DEV-CC WEW 35/2
Input USB 2.0 (USB type A plug) USB 2.0 (USB type A plug)
Output HART (alligator clip) RS232 (4-pole 2.5-mm jackplug)
Switching outputs
Supply 5V out of USB port <100mA, 1,6...5,6V outof USB port
Enclosure ABS, 105X 66 x 20 mm 54x36x15mm Plastics, 8 x 47 x 56 mm
Degree of protection 1P20 1P20
Features USB interface for PC configuration and USB interface for PC configuration and For a safe and slip-free fit of the DIN rail
calibration of HART devices calibration of FDT/DTM devices devices on the DIN rail
Data sheet <dev-hm-en.pdf> <dev-cc-en.pdf>
Produkt Gerate-HART-Modem Programmieradapter Endwinkel
Typ DEV-HM DEV-CC WEW 35/2
Eingang USB 2.0 (USB Typ A Stecker) USB 2.0 (USB Typ A Stecker)
Ausgang HART (Krokodilklemme) RS232 (4 pol. 2,5 mm Klinkenstecker)
Schaltausgang
Versorgung 5V aus USB-Port <100mA, 1,6...5,6V aus USB-Port
Gehduse ABS, 10566 x 20 mm 54x36x15mm Kunststoff, 8 x 47 x 56 mm
Schutzklasse 1P20 1P20
Besonderheiten USB- Schnittstelle zur PC-Konfigurierung und USB- Schnittstelle zur PC-Konfigurierung und Fiir einen sicheren und rutschfreien Sitz der DIN
Kalibrierung mit HART-Geraten Kalibrierung mit FDT/DTM-Gerdten Rail Gerate auf der Tragschiene.
Datenblatt <dev-hm-de.pdf> <dev-cc-de.pdf>
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