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0 ModularInline Sensors
withinnovative housing concept

With the newly developed electronic housing “Unicase-5" in very
small design, Mller Industrie-Elektronik provides an innovative
and modular housing concept to position sensors for various
industrial applications. The small size enables a space-saving
integration of the sensor even under limited assembly
preconditions.

The new modular sensor housing of the Ml series leaves nothing
to be desired: depending on the version, the Unicase-5 housing
can be equipped with a variety of electronic components for
almost every common industrial application. Starting from the
equipment with a sensor for pressure measurement, indoor
temperature or humidity measurement, with an inclination
sensor, universal transmitter or radio strain gauge transmitter to
the equipmentwith infrared transceiver, all bets are off.

Depending onthe application and type of the modularampilifier,
the Inline Sensors are featured with 4...20 mA 2-wire, HART
communication signal and are equipped up to IP67 protection,
because the electronics are completely encapsulated. The
electrical connections are available in modular diversity in all
relevant industry options. All connector versions are made of
extremely durable ABS plastic.

Because of the high variability and the space-saving design size
the innovative housing concept of the Ml series in combination
with the modular Inline Sensors offers not only for modernisation
or for functional extension of industry facilities for different
applications but also for vehicle control systems, especially for
special vehicle construction, aflexible and cost-efficient solution.

Product Overview
ProduktUbersicht

Ml electronic housing on the basis of “Unicase-5"/
MI-Elektronikgehduse basierend auf“Unicase-5"

B ModularelInline-Sensoren
mitinnovativem Gehausekonzept

Mit dem neu entwickelten Elektronikgehduse “Unicase-5" in
besonders kleiner Bauform liefert Miller Industrie-Elektronik ein
innovatives und modulares Gehausekonzept, um Sensoren flr
die unterschiedlichsten industriellen Anwendungsbereiche auf
kleinstem Raum platzsparend zu positionieren.

Das neue Sensoren-Gehduse der MI-Serie hat es in sich: je nach
Version lasst es sich modular mit vielféltigen Elektronik-Kompo-
nenten flir nahezu alle industriellen Applikationen bestiicken.
Angefangen bei der Ausstattung mit Sensoren fiir die Druck-
erfassung, Raumtemperatur- oder Luftfeuchtigkeitsmessung, mit
Neigungssensor fiir Winkelmessung, mit Universal-Messumformer
und auch Funk-Sender-Empfanger bis hin zur Ausstattung mit
Infrarot-Sender-Empfangeristalles moglich.

Jenach Anwendungsbereich und Verstarkertyp sind die Inline-
Sensoren mit 4...20 mA 2-Leiter-Technik, HART-Kommunika-
tionssignal und Schutzart bis IP67 ausgestattet, da die Elektronik
komplett vergossen wird. Die elektrischen Anschlisse sind in
modularer Vielfalt in allen in der Industrie relevanten Varianten
verfligbar. Alle Steckerversionen bestehen aus extrem belast-
barem ABS-Kunststoff.

Aufgrund der hohen Variabilitdat und der platzsparenden Bau-
groBe bietet das innovative Gehdusekonzept der Ml-Serie in
Kombination mit den modularen Inline-Sensoren nicht nur fir
Modernisierungen oder Funktionserweiterungen von Industrie-
anlagen fir unterschiedlichste Applikationen sondern auch fiir
die Fahrzeugsteuerungstechnik, insbesondere fiir den Sonder-
fahrzeugbau, eineflexible und kostengtinstige Lésung.



Product Overview
ProduktUbersicht

Product Room Temperature Sensor Pressure Sensor Differential Pressure Sensor

Typ MITS MIPS MIDS
Input Sensor: 1x, 2x Resistance thermometer (RTD), Over pressure Differential pressure

Pt100 (2-, 3-, 4-wire) (measuring range: 10 mbar up to1 bar) (measuring range: 10 mbar up to1 bar,

max. system pressure 1.5 times)

Output Sensor: 1x, 2x RTD Pt100 (2-, 3-, 4-wire), 4...20 mA (4-wire) HART 4...20 mA (4-wire) HART

Optionally 4...20 mA (2-wire) HART
Supply 16...45VDC 24VDC 24VDC
Process connection Sensor tube Single hose connection Double hose connection

Sensor connection

Electrical connection

Several options are available. See page 7

Several options are available. See page 7

Several options are available. See page 7

Material Housing PBT GF30, tube stainless steel 1.4571 Housing PBT GF30, tube stainless steel 1.4571 Housing PBT GF30, tubes stainless steel 1.4571
Configuration 4...20 mA HART version: software
Degree of protection IP 65 at least, electronics completely potted IP 65 at least, electronics completely potted IP 65 at least, electronics completely potted
Data sheet <mits_en.pdf> <mips_en.pdf> <mids_en.pdf>
Produkt Raumtemperatursensor Drucksensor Differenzdrucksensor

Typ MITS MIPS MIDS
Eingang Sensor: 1x, 2x Widerstandsthermometer (RTD), Uberdruck Differenzdruck

Pt100 (2-, 3-, 4-Leiter) (Messbereich: 10 mbar bis zu 1 bar) (Messbereich: 10 mbar bis zu 1 bar,

max. Systemdruck 1,5-fach)

Ausgang Sensor: 1x, 2x RTD Pt100 (2-, 3-, 4-Leiter), 4...20 mA (4-Leiter) HART 4...20 mA (4-Leiter) HART

Optional 4...20 mA (2-Leiter) HART
Versorgung 16...45VDC 24VDC 24\DC
Prozessanschluss Fiihlerrohr Einfach-Schlauchanschluss Iweifach-Schlauchanschluss
Sensoranschluss

Elektrischer Anschluss
Material

Einstellung

Schutzart

Datenblatt

Mehrere Optionen lieferbar. Siehe Seite 7
Gehduse PBT GF30, Rohr Edelstahl 1.4571
4...20 mA HART Version: Software

IP 65 mindest., Elektronik komplett vergossen

<mits_de.pdf>

Mehrere Optionen lieferbar. Siehe Seite 7
Gehduse PBT GF30, Rohr Edelstahl 1.4571
IP 65 mindest., Elektronik komplett vergossen

<mips_de.pdf>
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Mehrere Optionen lieferbar. Siehe Seite 7
Gehduse PBT GF30, Rohre Edelstahl 1.4571
IP 65 mindest., Elektronik komplett vergossen

<mids_de.pdf>



Product Overview
ProduktUbersicht

Product Universal Transmitter Inclination Sensor Humidity Sensor
Typ MIUT Miis MIHS
Input Sensor: Resistance thermometer (RTD), Sensor: angle X/Y +45° Humidity
thermocouple (TC), strain gauge, piezo, PWM,
direct current/voltage, resistance, potentiom.
Output 4...20 mA (2-wire) HART 2x4...20 mA (6-wire) HART (X/Y axis) 4...20 mA (4-wire) HART
Supply 16...45VDC 24VDC 24VDC
Process connection Without Without

Sensor connection
Electrical connection
Material
Configuration

Degree of protection

Several options are available. See page 7
Several options are available. See page 7
Housing PBT GF30

4...20 mA HART version: software

IP 65 at least, electronics completely potted

Sensor inside enclosure
Several options are available. See page 7
Housing PBT GF30

IP 65 at least, electronics completely potted

Sensor protected and mounted on enclosure
Several options are available. See page 7
Housing PBT GF30

IP 65 at least, electronics completely potted

Data sheet <miut_en.pdf> <miis_en.pdf> <mihs_en.pdf>
Produkt Universal-Messumformer Neigungssensor Feuchtesensor
Typ MIUT Miis MIHS
Eingang Sensor: Widerstandsthermometer (RTD), Sensor: Winkel X/Y £45° Luftfeuchtigkeit
Thermo-element, DMS, Piezo, PWM, Gleich-
strom/-spannung, Widerstand, Potentiometer
Ausgang 4...20 mA (2-Leiter) HART 2x4...20 mA (6-Leiter) HART (X/Y Achse) 4...20 mA (4-Leiter) HART
Versorgung 16...45VDC 24VDC 24\DC
Prozessanschluss Ohne Ohne
Sensoranschluss Mehrere Optionen lieferbar. Siehe Seite 7 Sensor im Gehduse Sensor geschiitzt und montiert auf Gehduse

Elektrischer Anschluss
Material

Einstellung

Schutzart

Datenblatt

Mehrere Optionen lieferbar. Siehe Seite 7
Gehduse PBT GF30

4...20 mA HART Version: Software

IP 65 mindest., Elektronik komplett vergossen

<miut_de.pdf>

Mehrere Optionen lieferbar. Siehe Seite 7
Gehduse PBT GF30
IP 65 mindest., Elektronik komplett vergossen

<miis_de.pdf>

Mehrere Optionen lieferbar. Siehe Seite 7
Gehduse PBT GF30
IP 65 mindest., Elektronik komplett vergossen

<mihs_de.pdf>



Product Infrared Transceiver Radio Temperature Transceiver  Radio Strain Gauge Transceiver
Typ MIIR MITR MISR
Input Infrared signal (IR) Resistance thermometer (RTD), Strain gauge full bridge (4-wire)
Pt100 (2-, 3, 4-wire)
Output TTL signal Radio frequency (RF) 868/916 MHz Radio frequency (RF) 868/916 MHz
(antenna inside enclosure) (antenna inside enclosure)
Supply 24\DC 24\DC 24\DC
Process connection IR window
Sensor connection Sensor inside enclosure Sensor external. Several options are available. See page 7

Electrical connection

Several options are available. See page 7

Several options are available. See page 7

Several options are available. See page 7

Several options are available. See page 7

Material Housing PBT GF30 Housing PBT GF30 Housing PBT GF30
Configuration
Degree of protection IP 65 at least, electronics completely potted IP 65 at least, electronics completely potted IP 65 at least, electronics completely potted
Data sheet <miir_en.pdf> <mitr_en.pdf> <misr_en.pdf>
Produkt Infrarot-Sender-Empfanger FunkTemp.-Sender-Empfanger = Funk DMS-Sender-Empfianger
Typ MIIR MITR MISR
Eingang Infrarotignal (IR) Widerstandsthermometer (RTD), DMS-Vollbriicke (4-Leiter)
Pt100 (2-, 3-, 4-wire)
Ausgang TTL-Signal Funkfrequenz (RF) 868/916 MHz Funkfrequenz (RF) 868/916 MHz
(Antenne im Gehduse) (Antenne im Gehduse)
Versorgung 24\DC 24\DC 24\DC
Prozessanschluss IR-Fenster
Sensoranschluss Sensor im Gehduse Sensor auenliegend. Mehrere Optionen lieferbar. Siehe Seite 7

Elektrischer Anschluss
Material

Einstellung

Schutzart

Datenblatt

Mehrere Optionen lieferbar. Siehe Seite 7
Gehduse PBT GF30
IP 65 mindest., Elektronik komplett vergossen

<miir_de.pdf>

Mehrere Optionen lieferbar. Siehe Seite 7
Mehrere Optionen lieferbar. Siehe Seite 7
Gehduse PBT GF30

IP 65 mindest., Elektronik komplett vergossen

<mitr_de.pdf>
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Mehrere Optionen lieferbar. Siehe Seite 7
Gehduse PBT GF30
IP 65 mindest., Elektronik komplett vergossen

<misr_de.pdf>



Product Overview
ProduktUbersicht

Product Radio Receiver USB Device HART Modem HART Software
Typ MIRR DEV-HM COM LINE (HT Tran_MIE 1.11)
Input Radio frequency (RF) 868/916 MHz USB 2.0 (USB plug type A) Miiller-IE standard software for PC

(antenna inside enclosure) configuration and calibration of HART devices

Output Data via USB HART (alligator clip)
Supply 24\VDC 5V out of USB port
Process connection Antenna inside enclosure
Sensor connection --
Electrical connection Cable gland with 5/10 m cable, USB plug type A USB plug type A

Material

Configuration

Degree of protection

Housing PBT GF30

IP 65 at least, electronics completely potted

Housing ABS, 105 x 66 x 20 mm

USB interface for PC configuration and
calibration of HART devices

1P20

Data sheet <mirr_en.pdf> <dev-hm-en.pdf>
Produkt Funkempfanger USB Gerate-HART-Modem HART-Software
Typ MIRR DEV-HM COM LINE (HT Tran_MIE 1.11)
Eingang Funkfrequenz (RF) 868/916 MHz USB 2.0 (USB-Stecker Typ A) Miiller-IE Standard-Software zur PC-Konfigu-
(Antenne im Gehuse) rierung und Kalibrierung von HART-Gerditen
Ausgang Daten via USB HART (Krokodilklemme)
Versorgung 24VDC 5V aus USB-Port
Prozessanschluss Antenne im Gehduse
Sensoranschluss

Elektrischer Anschluss
Material

Einstellung

Schutzart

Datenblatt

Kabelverschr. 5/10 m Kabel, USB-Stecker Typ A
Gehduse PBT GF30

IP 65 mindest., Elektronik komplett vergossen

<mirr_de.pdf>

USB-Stecker Typ A
Gehduse ABS, 105 x 66 x 20 mm

USB- Schnittstelle zur PC-Konfigurierung und
Kalibrierung mit HART-Gerdten

1P20

<dev-hm-de.pdf>




Electrical Connection Options
Elektrische Anschlussvarianten

All connectors options made of extremely durable ABS plastic
Alle Stecker-Varianten aus extrem belastbarem ABS-Kunststoff

M12x1

Deutsch DT04-4P

Deutsch DT04-3P

Bayonett / Bajonett

Plug M12x1,
4-pole, optionally 5- or 8-pole

Plug Deutsch DT04-4P,
4-pole

Plug Deutsch DT04-3P,
3-pole

Plug DIN Bayonett,
4-pole

Stecker M12x1, Stecker Deutsch DT04-4P, Stecker DT04-3P, Stecker DIN Bajonett,
4-polig, optional 5- oder 8-polig 4-polig 3-polig 4-polig
AMP/TYCO SuperSeal 1.5 Cable / Kabel Valve / Ventil MIL

Plug Super Seal 1.5,
3-pole

Stecker Super Seal 1.5,
3-polig

Cable direct outlet,
X-pole

Kabeldirektausgang,
X-polig

Valve plug DIN EN
175301-803, 4-pole

Ventilstecker DIN EN
175301-803, 4-polig

Modulare Inline Sensoren

MIL plug Amphenol
PT 028-10, 6-pole

MIL-Stecker Amphenol
PT 028-10, 6-polig



Miiller Industrie-Elektronik GmbH
Justus-von-Liebig-Strale 24
31535 Neustadt / GERMANY

Tel.: +49 (0)5032-9672-111
Fax: +49 (0)5032-9672-199

info@mueller-ie.com
www.mueller-ie.com

Authorized dealer / Vertragshandler:
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